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EXPANSIVE SOIL CONDITIONS.

K:\BuildingDeV\Building Inspection\FORMS\2022\2 - FOR REVIEW\Typical Details\Typical Sewage Disposal Design.dwg

Kern County Public Works
Building & Code 2022

Building Inspection Division CONDENSATE DRAIN CPC
2700 M Street, Suite 100
Bakersfield, CA. 93301 (661) 862-8650 1/1/23



AutoCAD SHX Text
36"

AutoCAD SHX Text
18" Dia.

AutoCAD SHX Text
EARTH

AutoCAD SHX Text
BUILDING FOUNDATION

AutoCAD SHX Text
CONDENSATE DRAIN

AutoCAD SHX Text
FINISH

AutoCAD SHX Text
COARSE ROCK

AutoCAD SHX Text
POCKET

AutoCAD SHX Text
GRADE

AutoCAD SHX Text
MEMBRANE

AutoCAD SHX Text
TO HOLD OUT

AutoCAD SHX Text
SURFACE SOIL

AutoCAD SHX Text
STANDPIPE APPROVED

AutoCAD SHX Text
3" OR 4" DIA. PIPE

AutoCAD SHX Text
1. CONDENSATE DRAINS SIZED TO COMPLY WITH CPC SECTION 814.

AutoCAD SHX Text
2. CONDENSATE SHOULD DRAIN TO PLUMBING FIXTURE OR OTHER APPROVED 

AutoCAD SHX Text
LOCATION: DRY WELL DISPOSAL IS UNSUITABLE FOR NON-PERMEABLE AND  

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
EXPANSIVE SOIL CONDITIONS.

AutoCAD SHX Text
DRYWELL

AutoCAD SHX Text
AGGREGATE

AutoCAD SHX Text
  2022 CPC 1/1/23


	Sheets and Views
	LAYOUT 3


